### Technical Specifications

**Light Source**
- LED
- Energy efficiency category: A/A+/A++
- Without connected load

**Work Equipment and Power Consumption**
- 22-26 V; DC
- Approx. 27 W
- Approx. 2835 lm
- Approx. 105 lm/W

**Luminous Efficacy**
- Direct
- Neutral white, approx. 5000 K
- > 80

**Lighting Characteristics**
- Screen
- IP54
- III
- Switchable
- External

**Lighting Technology**
- Aluminium/plastic, anodised; painted, aluminium coloured
- Anodised
- Acrylic satin

**Operating Parameters**
- Weight (net): Approx. 0.6 kg, (1.32 lb)
- Design: Mounted version
- Fastening: Bracket

**System of Protection**
- IP54
- III
- Switchable

**Protection Class**
- Switchable

**Lighting Control**
- Screen

**Lamp Cover**
- Approx. 0.6 kg, (1.32 lb)
- Design: Mounted version
- Fastening: Bracket

**System of Protection**
- IP54
- III

**Technology**
- Switchable

**Operation**
- External

**Luminaire Body**
- Aluminium/plastic, anodised; painted, aluminium coloured
- Anodised
- Acrylic satin

**Weight (Net)**
- Approx. 0.6 kg, (1.32 lb)

**Mains Supply**

**Design**
- Mounted version

**Fastening**
- Bracket

**Dimension**
- A=1315mm, C=1270mm, C1=1300mm
- A=51.77in, C=50in, C1=51.18in

---

**Errors and technical changes excepted. Images can vary from original. Photometric and electrical data may vary due to component tolerances.**

[www.waldmannlighting.com]